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cable lugs / longitudinally sealed / aluminium-copper (AlCu) 
according to DIN 46329 

The aluminium-copper (AL/CU) compression cable lugs are used to mount AI cables on CU rails. The 

compression cable lugs are manufactured using a friction welding process. The AL-CU compression 

cable lugs enable corrosion-free connection technology as well as reliable electrical and mechanical 

contacting. The copper price is included in the price. 

 

             

 

 

 

 

 

 

            
        

  

 

 

 

Technical data:      

Material: Aluminum-Copper 
E-Al and E-Cu in accordance with EN 13600 

Type: plain / longitudinally folded with a solid copper connection tab 

Application: for strain-relieved connections 

Standards: REACH, RoHS,  
for voltages below 1 kV in accordance with EN IEC 61238-1-
1:2019 
for the voltage range 1–36 kV in accordance with EN IEC 61238-1-
3:2019 
- Mechanical strength class 1 
- Short-circuit resistance class A 
for nominal cross-sectional area range 25–400 mm² 

Additional information: With stamped markings. The price of copper is included. 
The connectors are filled with special contact grease and 
packaged in a separate foil pouch. Sector-shaped conductors 
must be rounded off using special dies. 

 

 

Size chart on the following sites 

 

 



 
 

More information at: https://www.emc-direct.de / info@emc-direct.de / Phone: +49 (0)2369 - 98469 -15  

cable lugs / longitudinally sealed / aluminium-copper (AlCu) according to DIN 46329Version: 3 (english version) / 
15.05.2026   

Article 
no. 

rm/sm 
[mm²] 

re/se 
[mm²] 

hole Ø 
[mm] 

a 
[mm] 

D1 
[mm] 

D2 
[mm] 

c1 
[mm] 

c2 
[mm] 

L 
[mm] 

S 
[mm] 

W 
[mm] 

Socket 
code 

PU 
[pcs.] 

55205 16 25 M8 26 5,6 12 12 12 62 4 24 12 100 

55215 16 25 M10 26 5,6 12 12 12 62 4 24 12 100 

55216 25 35 M8 30 6,8 12 12 12 66 4 24 12 100 

55217 25 35 M10 30 6,8 12 12 12 66 4 24 12 100 

55218 25 35 M12 30 6,8 12 12 12 66 4 24 12 100 

55269 35 50 M8 42 8 14 12 12 78 4 24 14 100 

55219 35 50 M10 42 8 14 12 12 78 4 24 14 100 

55220 35 50 M12 42 8 14 12 12 78 4 24 14 100 

55275 50 70 M8 42 9,8 16 12 12 80 5 24 16 10 

55221 50 70 M10 42 9,8 16 12 12 80 5 24 16 10 

55222 50 70 M12 42 9,8 16 12 12 80 5 24 16 10 

55276 70 95 M8 52 11,2 18,5 12 12 91 5 24 18 10 

55223 70 95 M10 52 11,2 18,5 12 12 91 5 24 18 10 

55224 70 95 M12 52 11,2 18,5 12 12 91 5 24 18 10 

55277 70 95 M14 52 11,2 18,5 12 12 91 5 30 18 10 

55278 70 95 M16 52 11,2 18,5 15 15 97 5 30 18 10 

55279 95 120 M8 56 13 22 12 12 95 5 24 22 10 

55296 95 120 M10 56 13 22 12 12 95 5 24 22 10 

55225 95 120 M12 56 13 22 12 12 95 5 24 22 10 

55297 95 120 M14 56 13 22 12 12 95 5 30 22 10 

55226 95 120 M16 56 13 22 15 15 101 5 30 22 10 

55298 120 150 M8 56 14,7 23 12 12 95 6 24 22 10 

55201 120 150 M10 56 14,7 23 12 12 95 6 24 22 10 

55202 120 150 M12 56 14,7 23 15 15 101 6 30 22 10 

55299 120 15 M14 56 14,7 23 15 15 101 6 30 22 10 

55227 120 150 M16 56 14,7 23 15 15 101 6 30 22 10 

55210 150 185 M8 60 16,3 25 12 12 101 6 24 25 10 

55206 150 185 M10 60 16,3 25 12 12 101 6 24 25 10 

55207 150 185 M12 60 16,3 25 15 15 109 6 30 25 10 

55345 150 185 M14 60 16,3 25 15 15 109 6 30 25 10 

55228 150 185 M16 60 16,3 25 15 15 109 6 30 25 10 

55212 185 240 M8 60 18,3 28,5 15 15 110 6,5 30 28 10 

55208 185 240 M10 60 18,3 28,5 15 15 110 6,5 30 28 10 

55211 185 240 M12 60 18,3 28,5 15 15 110 6,5 30 28 10 

55346 185 240 M14 60 18,3 28,5 15 15 110 6,5 30 28 10 

55229 185 240 M16 60 18,3 28,5 18 18 116 6,5 36 28 10 

55347 185 240 M20 60 18,3 28,5 18 18 116 6,5 36 28 10 

55214 240 300 M10 70 21 32 15 15 122 6,5 30 32 10 

55209 240 300 M12 70 21 32 15 15 122 6,5 30 32 10 

55348 240 300 M14 70 21 32 15 15 122 6,5 30 32 10 

55230 240 300 M16 70 21 32 18 18 128 6,5 36 32 10 

55349 240 300 M20 70 21 32 18 18 128 6,5 36 32 10 

55375 300 - M10 70 23,3 34 18 18 128 7,5 36 34 1 
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55376 300 - M12 70 23,3 34 18 18 128 7,5 36 34 1 

55377 300 - M14 70 23,3 34 18 18 128 7,5 36 34 1 

55231 300 - M16 70 23,3 34 18 18 128 7,5 36 34 1 

55232 300 - M20 70 23,3 34 18 18 128 7,5 36 34 1 

55378 400 - M12 73 26 38,5 20 20 134 10 40 38 1 

55379 400 - M14 73 26 38,5 20 20 134 10 40 38 1 

55380 400 - M16 73 26 38,5 20 20 134 10 40 38 1 

55390 400 - M20 73 26 38,5 20 20 134 10 40 38 1 
 


